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Hidroten widens its range of “Compact” ball valves at the f/t outlet with the sizes 2 1/2“ and 3”. Compared 
to the rest of the range, it incorporates a newly designed double handle with trigger. The body design allows the 
installation of both electric or pneumatic actuators.
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Ø2 1/2” - 3”
PN10

“COMPACT” BALL VALVE

New

Ball valve
“Compact”



DE
PA

RT
AM

EN
TO

 P
UB

LI
CI

DA
D 

HI
DR

OT
EN

,S
.A

.
5M

   
 0

2/
18

PRODUCTOS FABRICADOS EN LA U.E. POR HIDROTEN,S.A. CON LICENCIA Y TECNOLOGIA NETWELL SYSTEM® MANUFACTURED IN THE EU BY HIDROTEN,S.A. UNDER LICENSE AND TECHNOLOGY OF NETWELL SYSTEM®

“Compact”  valve sectioned f/t 3”

GFPP handle “Compact”
PP trigger

GFPP crown

Closing seal port teflon 
EPDM

PTFE ball closing

GFPP f/t port teflon 
“Compact”

EPDM o-ring

GFPP ball

GFPP body f/t “Compact” 

GFPP piston rod

HIDROTEN I “COMPACT” BALL VALVES

 “Compact” ball valves are an important innovation within 
our ball valves, constituting a new concept in design, materials 
and features.

The “Compact” valve offers an alternative to metal threaded 
valves, improving their frost resistance, higher chemical 
resistance and being a guarantee anti-theft.

   Double handle with trigger.   Made of GFPP.   Easy installation of electric and pneumatic actuators.
 Anti-theft dissuasive product.   PN10.
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PP (Polypropylene)
PTFE (Polytetrafluoroehylene)
GRPP (Glassreinforced polyproylene)
EPDM (Ethylene-propylene-diene terpolymers)

Materials
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METAL VALVE COMPARISON

Metallic valve

“Compact” valve

3.900 g

1.615 g

“Compact” valves have been subjected to resistance tests at 
extremely low temperatures, surpassing with totally satisfactory 
results exposures to -18ºC, thanks to their design and materials.-18ºC

Actuation


