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PE-PVC TRANSITION UNION
ITEM 538

Net Volumen contenido.peso Unidades
REFERENCE DESCRIPTION weight  (m3) bruto lote

112E322 PE-PVC TRANSITION UNION 32-32-40 0.132 0.01553 2155 25

112E324 PE-PVC TRANSITION UNION 50-50-63 0.378 0.03174 7.34 18

112E325 PE-PVC TRANSITION UNION 63-63-75 0.624 0.03129 8.06 12
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ITEM 538 | PE-PVC TRANSITION UNION

C??digo A-d-D Peso (g) B c © L PN MEDIDA
12E322 32-32-40 131 64 22 26 102 PN16 M?2TRICO
12E324 50-50-63 375 91 31 38 135 PN16 M??TRICO
12E325 63-63-75 650 109 38 45 165 PN10 M??TRICO
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https://hidroten.com/en/download/excel/538.xls
https://hidroten.com/en/download/eps/538.eps
https://hidroten.com/en/normativa/certificado-aenor-de-gestion-medioambiental.pdf
https://hidroten.com/en/normativa/certificado-aenor-de-calidad-0.pdf
https://hidroten.com/en/normativa/certificado-iqnet-de-calidad-1.pdf
https://hidroten.com/en/normativa/certificado-iqnet-gestion-medioambiental-0.pdf
https://hidroten.com/en/normativa/certificado-de-sistema-de-gestion-compliance.pdf
https://hidroten.com/en/normativa/certificado-iso-45001-sist.pdf

