
Spare parts

FPM Bidirectional model
handle
ITEM 959

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

Gross
weight

Unidades
lote

111D961 MANETA BIDIRECCIONAL 20 FPM 0 0,00891 0 25

111D962 MANETA BIDIRECCIONAL 25 FPM 0 0,00891 0 25

111D963 MANETA BIDIRECCIONAL 32 FPM 0,0236 0,00891 0,59 25

111D964 MANETA BIDIRECCIONAL 40 FPM 0 0,00891 0 20

111D965 MANETA BIDIRECCIONAL 50 FPM 0 0,00891 0 20

111D966 MANETA BIDIRECCIONAL 63 FPM 0 0,00891 0 15

111D967 MANETA BIDIRECCIONAL 75 FPM 0 0,00891 0 4

111D968 MANETA BIDIRECCIONAL 90 FPM 0 0,00891 0 4



 

 

ITEM 959 | FPM Bidirectional model handle

CÓDIGO f PESO (g) A B C PN MEDIDA

11D961 20 15 80 32 32 PN16 MÉTRICO

11D962 25 17 80 33 38 PN16 MÉTRICO

11D963 32 24 101 36 45 PN16 MÉTRICO

11D964 40 40 130 44 56 PN16 MÉTRICO

11D965 50 40 130 45 67 PN16 MÉTRICO

11D966 63 79 170 57 81 PN16 MÉTRICO

11D967 75 155 260 71 106 PN10 MÉTRICO

11D968 90 152 260 71 120 PN10 MÉTRICO



 

 

Product Documents Product Certificates

Company Certificates

https://hidroten.com/en/download/excel/959.xls
https://hidroten.com/en/download/eps/959.eps
https://hidroten.com/en/document-download/aenor-environment-certificate
https://hidroten.com/en/document-download/certificate-aenor-of-quality
https://hidroten.com/en/document-download/iqnet-environmental-management-certificate
https://hidroten.com/en/document-download/certificate-iqnet-of-environment
https://hidroten.com/en/document-download/compliance-certificate
https://hidroten.com/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

