
PP fittings for polyethylene

90° elbow, female threaded
ITEM 105

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

contenido.peso
bruto

Unidades
lote

1012066 90º ELBOW, FEM. THREAD 20-1/2" 0.055 0.02243 4.93 80

1012067 90º ELBOW, FEM. THREAD 25-3/4" 0.083 0.03129 7.21 80

1012068 90º ELBOW, FEM. THREAD 32-1" 0.125 0.03129 8.70 65

1012069 90º ELBOW, FEM. THREAD 40-1 1/4" 0.231 0.03682 9.77 40

1012070 90º ELBOW, FEM. THREAD 50-1 1/2" 0.342 0.06347 14.46 40

1012071 90º ELBOW, FEM. THREAD 63-2" 0.627 0.06347 15.84 24

1012374 CODO 90º ROSCA HEMBRA 32-3/4" 0.132 0.03129 9.13 65



 

 

ITEM 105 | 90° elbow, female threaded

Código f tubo - F Peso (g) A B C D E PN
TIPO

ROSCA

12066 20 - 1/2" 54 21 46 87 57 20 PN16 BSP

12067 25 - 3/4" 92 26 55 97 65 20 PN16 BSP

12374 32 - 3/4" 127 33 64 111 76 20 PN16 BSP

12068 32 - 1" 123 33 64 111 76 22 PN16 BSP

12069 40 - 1 1/4" 217 42 76 138 91 25 PN16 BSP

12070 50 - 1 1/2" 324 51 91 153 106 25 PN16 BSP

12071 63 - 2" 561 64 109 189 120 29 PN16 BSP

12135 75 - 2 1/2" 992 77 133 220 142 34 PN10 BSP

12136 90 - 3" 1740 92 159 267 165 42 PN10 BSP

12137 110 - 4" 2423 112 183 303 201 51 PN10 BSP
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Product Documents Product Certificates

Company Certificates

https://hidroten.com/en/download/excel/105.xls
https://hidroten.com/en/download/eps/105.eps
https://hidroten.com/en/document-download/aenor-product-certificate
https://hidroten.com/en/document-download/acs-pp-fitting-certificate
https://hidroten.com/en/document-download/aenor-environment-certificate
https://hidroten.com/en/document-download/certificate-aenor-of-quality
https://hidroten.com/en/document-download/iqnet-environmental-management-certificate
https://hidroten.com/en/document-download/certificate-iqnet-of-environment
https://hidroten.com/en/document-download/compliance-certificate
https://hidroten.com/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

