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PP fittings for polyethylene

Netvitc union
ITEM 102

Net Volumen contenido.peso Unidades
REFERENCE DESCRIPTION weight  (m3) bruto lote
1012195 ENLACE NETVITC FITTING 63 0.443 0.04460 13.14 28
1012197 ENLACE NETVITC FITTING 90 1.336 0.03129 7.26 5
1012198 ENLACE NETVITC FITTING 110 1.837 0.02244 4.21 2
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Product Documents Product Certificates

AENOR Product Certificate ACS PP Fitting Certificate

Company Certificates

AENOR
oot
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https://hidroten.com/en/download/excel/102.xls
https://hidroten.com/en/download/eps/102.eps
https://hidroten.com/en/document-download/aenor-product-certificate-1.pdf
https://hidroten.com/en/document-download/acs-pp-fitting-certificate.pdf
https://hidroten.com/en/normativa/certificado-aenor-de-gestion-medioambiental.pdf
https://hidroten.com/en/normativa/certificado-aenor-de-calidad-0.pdf
https://hidroten.com/en/normativa/certificado-iqnet-de-calidad-1.pdf
https://hidroten.com/en/normativa/certificado-iqnet-gestion-medioambiental-0.pdf
https://hidroten.com/en/normativa/certificado-de-sistema-de-gestion-compliance.pdf
https://hidroten.com/en/normativa/certificado-iso-45001-sist.pdf

