
PP fittings for polyethylene

Straight union
ITEM 097

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

Gross
weight

Unidades
lote

1012019 PP STRAIGHT COUPLING 20 0,077637 0,03129 7,475 90

1012020 PP STRAIGHT COUPLING 25 0,114 0,04117 9,77 80

1012021 PP STRAIGHT COUPLING 32 0,187924 0,04879 10,92 55

1012022 PP STRAIGHT COUPLING 40 0,342362 0,06347 17,905 50

1012023 PP STRAIGHT COUPLING 50 0,51965 0,06150 16,51 30

1012024 PP STRAIGHT COUPLING 63 0,948833 0,04460 12,0796 12

1012025 PP STRAIGHT COUPLING 75 1,572744 0,04880 14,73 9

1012026 PP STRAIGHT COUPLING 90 2,60385 0,06347 16,41 6

1012027 PP STRAIGHT COUPLING 110 3,559525 0,06347 15,025 4



 

 

ITEM 097 | Straight union

Código f tubo Peso (g) A B C D PN MEDIDA

12019 20 76 21 46 54 108 PN16 MÉTRICO

12020 25 126 26 55 61 122 PN16 MÉTRICO

12021 32 184 33 64 68 136 PN16 MÉTRICO

12022 40 307 42 76 85 170 PN16 MÉTRICO

12023 50 473 51 91 92 184 PN16 MÉTRICO

12024 63 780 64 109 114 228 PN16 MÉTRICO

12025 75 1448 77 133 139 278 PN10 MÉTRICO

12026 90 2576 92 159 163 326 PN10 MÉTRICO

12027 110 3580 112 183 172 344 PN10 MÉTRICO



 

 

Product Documents Product Certificates

Company Certificates

https://hidroten.com/en/download/excel/097.xls
https://hidroten.com/en/download/eps/097.eps
https://hidroten.com/en/document-download/aenor-product-certificate
https://hidroten.com/en/document-download/acs-pp-fitting-certificate
https://hidroten.com/en/document-download/aenor-environment-certificate
https://hidroten.com/en/document-download/certificate-aenor-of-quality
https://hidroten.com/en/document-download/iqnet-environmental-management-certificate
https://hidroten.com/en/document-download/certificate-iqnet-of-environment
https://hidroten.com/en/document-download/compliance-certificate
https://hidroten.com/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

