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PVC pressure fittings

"AIR" plain 90° cross, F/T

outlet
ITEM 281

Net Volumen contenido.peso Unidades
REFERENCE DESCRIPTION weight  (m3) bruto lote
1001730 CRUZ 90° "AIR" R/H 20-1/2" 0.060  0.00892 2.58 40
1001731 CRUZ 90° "AIR" R/H 25-1/2" 0.062  0.00892 2.65 40
1001732 CRUZ 90° "AIR"R/H 32-1/2" 0.097  0.02244 3.90 &
1001735 CRUZ 90° "AIR"R/H 50-1/2" 0.310 0.04717 11.47 35
1001736 CRUZ 90° "AIR"R/H 50-3/4" 0.229  0.04717 8.66 85
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ITEM 281 | "AIR" plain 90° cross, F/T outlet
Cédigo A-a Peso (g) B © D PN MEDIDA
01730 20-1/2" 51 27 16 56 PN16 METRICO
01731 25-1/2" 92 33 19 66 PN16 METRICO
01732 32-1/2" 135 41 22 82 PN16 METRICO
01735 50-1/2" 310 63 31 121 PN16 METRICO
01736 50-3/4" 324 63 31 121 PN16 METRICO
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https://hidroten.com/en/download/excel/281.xls
https://hidroten.com/en/download/eps/281.eps
https://hidroten.com/en/normativa/certificado-aenor-de-gestion-medioambiental.pdf
https://hidroten.com/en/normativa/certificado-aenor-de-calidad-0.pdf
https://hidroten.com/en/normativa/certificado-iqnet-de-calidad-1.pdf
https://hidroten.com/en/normativa/certificado-iqnet-gestion-medioambiental-0.pdf
https://hidroten.com/en/normativa/certificado-de-sistema-de-gestion-compliance.pdf
https://hidroten.com/en/normativa/certificado-iso-45001-sist.pdf

