
PVC-U pressure fittings

PVC-U Rubber ring repair
coupling
ITEM 05S

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

contenido.peso
bruto

Unidades
lote

1001790 PVC REPAIRED COUPLER W/JOINT 63 0.564 0.03129 6.22 10

1001791 PVC REPAIRED COUPLER W/JOINT 75 0.900 0.03129 5.98 6

1001792 PVC REPAIRED COUPLER W/JOINT 90 1.411 0.03682 9.02 6

1001793 PVC REPAIRED COUPLER W/JOINT 110 2.265 0.06347 14.33 6

1001794 PVC REPAIRED COUPLER W/JOINT 125 3.020 0.06347 15.80 5

1001795 PVC REPAIRED COUPLER W/JOINT 140 2.444 0.06347 12.64 5

1001796 PVC REPAIRED COUPLER W/JOINT 160 5.623 0.08843 17.68 3

1001797 PVC REPAIRED COUPLER W/JOINT 200 7.207 0.08843 15.21 2



 

 

ITEM 05S | PVC-U Rubber ring repair coupling

CÓDIGO A PESO (g) B L PN MEDIDA

01790 63 564 92 274 PN10 MÉTRICO

01791 75 900 107 298 PN10 MÉTRICO

01792 90 1411 126 329 PN10 MÉTRICO

01793 110 2265 151 369 PN10 MÉTRICO

01794 125 3020 169 390 PN10 MÉTRICO

01795 140 2444 178 450 PN10 MÉTRICO

01796 160 5623 214 460 PN10 MÉTRICO

01797 200 7207 251 545 PN10 MÉTRICO



 

 

Product Documents Product Certificates

Company Certificates

https://hidroten.com/en/download/excel/05S.xls
https://hidroten.com/en/download/eps/05S.eps
https://hidroten.com/en/document-download/acs-certificate-pvc-fitting-fittings
https://hidroten.com/en/document-download/wras-certificate-pvc-fitting-accessories
https://hidroten.com/en/document-download/certificate-csn-en-iso-1452
https://hidroten.com/en/document-download/certificate-imo
https://hidroten.com/en/document-download/aenor-environment-certificate
https://hidroten.com/en/document-download/certificate-aenor-of-quality
https://hidroten.com/en/document-download/iqnet-environmental-management-certificate
https://hidroten.com/en/document-download/certificate-iqnet-of-environment
https://hidroten.com/en/document-download/compliance-certificate
https://hidroten.com/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

