
PP fittings for polyethylene

CHECK VALVE STRAIGHT
COUPLING
ITEM 631

REFERENCE DESCRIPTION
Net
weight

Volumen
(m3)

contenido.peso
bruto

Unidades
lote

1012310 CHECK STRAIGHT COUPLING 20 0.117 0.02244 4.24 30

1012311 CHECK STRAIGHT COUPLING 25 0.198 0.03129 6.75 30

1012312 CHECK STRAIGHT COUPLING 32 0.294 0.03129 9.64 30

1012313 CHECK STRAIGHT COUPLING 40 0.506 0.03129 8.35 15

1012314 CHECK STRAIGHT COUPLING 50 0.800 0.04117 12.82 15

1012315 CHECK STRAIGHT COUPLING 63 1.345 0.06347 14.43 10



 

 

ITEM 631 | CHECK VALVE STRAIGHT COUPLING

Código f tubo Peso (g) A B L PN MEDIDA

12310 20 99 21 46 178 PN16 MÉTRICO

12311 25 165 26 55 210 PN16 MÉTRICO

12312 32 239 33 64 231 PN16 MÉTRICO

12313 40 399 42 76 269 PN16 MÉTRICO

12314 50 616 51 91 304 PN16 MÉTRICO

12315 63 993 64 109 350 PN16 MÉTRICO



 

 

Product Documents Product Certificates

Company Certificates

https://hidroten.com/index.php/en/download/excel/631.xls
https://hidroten.com/index.php/en/download/eps/631.eps
https://hidroten.com/index.php/en/document-download/aenor-product-certificate
https://hidroten.com/index.php/en/document-download/acs-pp-fitting-certificate
https://hidroten.com/index.php/en/document-download/aenor-environment-certificate
https://hidroten.com/index.php/en/document-download/certificate-aenor-of-quality
https://hidroten.com/index.php/en/document-download/iqnet-environmental-management-certificate
https://hidroten.com/index.php/en/document-download/certificate-iqnet-of-environment
https://hidroten.com/index.php/en/document-download/compliance-certificate
https://hidroten.com/index.php/en/document-download/iso-45001-certification-occupational-safety-and-health-management-systems

