I1idroten

Sutuem.p Beptoiogd Sl bl | Wter dyices ot

PP threaded fittings

3-inlet manifold M/T
ITEM 555

Net Volumen contenido.peso Unidades
REFERENCE DESCRIPTION weight  (m3) bruto lote
1004316 COLECTOR 3VIAS R/M PP 2"-2" 1.245 0.04460 5.79 4
1004323 COLECTOR 3 VIAS R/M 1-1" 0.029 0.01553 3.59 10
1004325 COLECTOR 3VIAS R/M PP 2"-1 1/2" 1.263 0.02244 5.62 4
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ITEM 555 | 3-inlet manifold M/T

C??digo A-a
04322 1"-1"
04325 211/2"
04316 22"
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Product Certificates
AENOR Product Cetrtificate
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https://hidroten.com/index.php/en/download/excel/555.xls
https://hidroten.com/index.php/en/download/eps/555.eps
https://hidroten.com/index.php/en/document-download/aenor-product-certificate-1.pdf
https://hidroten.com/index.php/en/normativa/certificado-aenor-de-gestion-medioambiental.pdf
https://hidroten.com/index.php/en/normativa/certificado-aenor-de-calidad-0.pdf
https://hidroten.com/index.php/en/normativa/certificado-iqnet-de-calidad-1.pdf
https://hidroten.com/index.php/en/normativa/certificado-iqnet-gestion-medioambiental-0.pdf
https://hidroten.com/index.php/en/normativa/certificado-de-sistema-de-gestion-compliance.pdf
https://hidroten.com/index.php/en/normativa/certificado-iso-45001-sist.pdf

