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PVC pressure fittings

Female cap - white range
ITEM 053

Net Volumen contenido.peso Unidades
REFERENCE DESCRIPTION weight  (m3) bruto lote
'l
1001440 TAPON HEMBRA LISO 16 BLANCO 0.004  0.00473 0.68 150 /
1001441 TAPON HEMBRA LISO 20 BLANCO 0.006  0.00473 0.74 100
1001445 TAPON HEMBRA LISO 50 PVC BLANCO 0.084  0.01553 7.04 80
1001446 TAPON HEMBRA LISO 63 PVC BLANCO 0.122 0.01553 5.81 45
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ITEM 053 | Female cap - white range
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Product Certificates
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https://hidroten.com/index.php/en/download/excel/053.xls
https://hidroten.com/index.php/en/download/eps/053.eps
https://hidroten.com/index.php/en/normativa/certificado-aenor-de-gestion-medioambiental.pdf
https://hidroten.com/index.php/en/normativa/certificado-aenor-de-calidad-0.pdf
https://hidroten.com/index.php/en/normativa/certificado-iqnet-de-calidad-1.pdf
https://hidroten.com/index.php/en/normativa/certificado-iqnet-gestion-medioambiental-0.pdf
https://hidroten.com/index.php/en/normativa/certificado-de-sistema-de-gestion-compliance.pdf
https://hidroten.com/index.php/en/normativa/certificado-iso-45001-sist.pdf

