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Netvitc System® Filters
Vertical stone strainer solvent

socket outlet
ITEM 929

Net Volumen contenido.peso Unidades
REFERENCE DESCRIPTION weight  (m3) bruto lote
108N901 CAZAPIEDRAS VERTICAL SALIDA 3990  0.06149 8.90 P

ENCOLAR 90

CAZAPIEDRAS VERTICAL SALIDA
108N902 ENCOLAR 110 5.450 0.06149 6.37 1
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ITEM 929 | Vertical stone strainer solvent socket outlet

Brida

CcODIGO (] PESOS SNS A B @ D E r PN MEDIDA
8N901 90 3910 90 397 164 210 254 52 3/4" PN10 METRICO
8N902 110 5449 110 456 188 245 283 61 1" PN10 METRICO
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Product Certificates
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https://hidroten.com/index.php/en/download/excel/929.xls
https://hidroten.com/index.php/en/download/eps/929.eps
https://hidroten.com/index.php/en/normativa/certificado-aenor-de-gestion-medioambiental.pdf
https://hidroten.com/index.php/en/normativa/certificado-aenor-de-calidad-0.pdf
https://hidroten.com/index.php/en/normativa/certificado-iqnet-de-calidad-1.pdf
https://hidroten.com/index.php/en/normativa/certificado-iqnet-gestion-medioambiental-0.pdf
https://hidroten.com/index.php/en/normativa/certificado-de-sistema-de-gestion-compliance.pdf
https://hidroten.com/index.php/en/normativa/certificado-iso-45001-sist.pdf

