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Accesorios de presion PVC-U

Codo 90° encolar r/h "Air" r/h

Pt
ITEM 758

R B Peso Volume contenido.peso Unidades
REFERENCIA DESCRICAO liquido (m3) bruto por lote
1002270 Joelho 90° ENCOLAR-R/H "AIR" 50-1/2" 0.204743 0.022435 6.63 30
1002271 Joelho 90° ENCOLAR-R/H "AIR" 50-3/4" 0.196243 0.022435 6.375 30
1002273 Joelho 90° ENCOLAR-R/H "AIR" 63-1/2" 0.23 0.031294 6.4769 26

1002274 Joelho 90° ENCOLAR-R/H "AIR" 63-3/4"  0.3351  0.031294 9.286 26
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ITEM 758 | Codo 90° encolar r/h "Air" r/h pt

Cédigo A-a d Peso (g) B © c D E
02270 50-1 1/2" 1/2" 205 61 31 24 100 88
02271 50-1 1/2" 3/4" 196 61 31 24 100 88
02273 63-2" 1/2" 230 76 38 28 120 109

02274 63-2" 3/4" 335 76 38 28 120 109
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Certificados do Produto



https://hidroten.com/pt/download/excel/758.xls
https://hidroten.com/pt/download/eps/758.eps
https://hidroten.com/pt/document-download/acs-certificate-pvc-fitting-fittings-pt
https://hidroten.com/pt/document-download/wras-certificate-pvc-fitting-accessories-pt
https://hidroten.com/pt/document-download/certificate-csn-en-iso-1452-pt
https://hidroten.com/pt/document-download/certificate-imo-pt
https://hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

