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Netvitc coupling
Netvitc® connection solvent

socket ANSI outlet
ITEM 924

Peso Volume contenido.peso Unidades

REFERENCIA DESCRIGAO liquido (m3) bruto por lote
110N217 I\AlllegllGulTO NETVITC SALIDA ENC 2 0.166 0.00891 351 20

110N219 '\A",\’T;GU'TO NETVITC SALIDA ENC 3* 0426 0.02457 8.83 20

110N220 XICQIGUWO NETVITC SALIDA ENC 4 0.532  0.03129 5.89 10
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ITEM 924 | Netvitc® connection solvent socket ANSI outlet

o PESO
CODIGO BRIDA C1 C2 ©) B D E F G H PN MEDIDA
-A 9
10n217 2 63 75 152 56 72 16 8 48 39 PN10 ANSI
10n219 e) 90 110 320 81 88 16 11 62 52 PN10 ANSI

10n220 4" 110 125 596 110 105 16 11 7 64 PN10 ANSI
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Certificados do Produto



https://hidroten.com/pt/download/excel/924.xls
https://hidroten.com/pt/download/eps/924.eps
https://hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

