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Netvitc System® lineal check valve
Female threaded outlet -

GFPP body
ITEM 298

Peso Volume contenido.peso Unidades

REFERENCIA DESCRIGAO liquido (m3) bruto por lote
1015059 V.RET.LINEAL NETV SYS S/H 2 1/2" 3.254 0.01783 3.50 1
1015060 V.RET.LINEAL NETV SYS S/H 3" 3.025 0.01783 3.28 1
1015061 V.RET.LINEAL NETV SYS S/H 4" 3.120 0.02243 3.38 1
1015067 V.RET.LINEAL NETV SYS S/H 2" DN 65 0.795 0.00473 0.91 1

1015069 V.RET.LINEAL NETV SYS S/H 2" DN 100 3.098 0.01783 3.39 1
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ITEM 298 | Female threaded outlet - GFPP body
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Certificados do Produto



https://hidroten.com/pt/download/pdf/1060.pdf
https://hidroten.com/pt/download/excel/298.xls
https://hidroten.com/pt/download/eps/298.eps
https://hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

