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PP fittings for polyethylene

"AlIR" tee
ITEM 546

Peso Volume contenido.peso Unidades

REFERENCIA DESCRICAO liquido (m3) bruto por lote
1012219 TE 90° B/l "AIR" 20-1/2" 0.159 0.04117 10.20 60
1012220 TE 90° B/I "AIR" 20-3/4" 0.135 0.04117 8.98 60
1012221 TE 90° B/l "AIR" 25-1/2" 0.232  0.04880 12.33 50
1012222 TE 90° B/l "AIR" 25-3/4" 0.234 0.04880 12.27 50
1012223 TE 90° B/I "AIR" 32-3/4" 0.346 0.06150 13.39 36

1012224 TE 90° B/I "AIR" 32-1" 0.139  0.06150 5.93 36
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ITEM 546 | "AIR" tee
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https://hidroten.com/pt/download/excel/546.xls
https://hidroten.com/pt/download/eps/546.eps
https://hidroten.com/pt/document-download/aenor-product-certificate-pt
https://hidroten.com/pt/document-download/acs-pp-fitting-certificate-pt
https://hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

