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PVC-U pressure fittings

Codo 90° enc-RH air RH en
ITEM 758

Peso Volume contenido.peso Unidades

REFERENCIA DESCRICAO liquido (m3) bruto por lote
1002270 (]_:/CZ)PO 90° ENC-R/H "AIR" S R/H 50-1 1/2" 0.205 0.02244 6.63 30
1002271 ;?DO 90° ENC-R/H "AIR" S R/H 50-1 1/2" 0.196 0.02244 6.38 30
1002273 CODO 90° ENC-R/H "AIR" S R/H 63-2" 1/2" 0.230 0.03129 6.48 26

1002274 CODO 90° ENC-R/H "AIR" S R/H 63-2" 3/4"  0.335 0.03129 9.29 26
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ITEM 758 | Codo 90° enc-RH air RH en
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Certificados do Produto



https://hidroten.com/pt/download/excel/758.xls
https://hidroten.com/pt/download/eps/758.eps
https://hidroten.com/pt/document-download/acs-certificate-pvc-fitting-fittings-pt
https://hidroten.com/pt/document-download/wras-certificate-pvc-fitting-accessories-pt
https://hidroten.com/pt/document-download/certificate-csn-en-iso-1452-pt
https://hidroten.com/pt/document-download/certificate-imo-pt
https://hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

