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Recambios

Salida r/h reforzada v/b

bidireccional
ITEM 641

REFERENCIA

111D831

111D832

111D833

111D834

111D835

111D836

111D837

111D838

DESCRICAO

saida V.E. bidirecional R/H 1/2" REF
saida V.E. bidirecional R/H 3/4" REF
saida V.E. bidirecional R/H 1" REF
saida V.E. bidirecional R/H 1 1/4" REF
saida V.E. bidirecional R/H 1 1/2" REF
saida V.E. bidirecional R/H 2" REF
saida V.E. bidirecional R/H 2 1/2" REF

saida V.E. bidirecional R/H 3" REF

Peso
liquido

0.0761

0.064

0.0901

0.148

0.2463

0.3496

0.6185

1.0223

Volume
(m3)

0.008918
0.008918
0.008918
0.008918
0.015532
0.022435
0.01553

0.01553

Peso
bruto

4.7534

2.7474

5.5934

4.3314

7.7157

8.879

2.8007

4.4159

Unidades
por lote

60

40

60

28

30

24
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ITEM 641 | Salida r/h reforzada v/b bidireccional

CcODIGO r PESO (9) DN A B PN TIPO ROSCA
11D831 1/2" 49 15 55 17 PN16 BSP
11D832 3/4" 69 20 62 20 PN16 BSP
11D833 1 93 25 72 23 PN16 BSP
11D834 11/4" 160 32 88 26 PN16 BSP
11D835 1172 251 40 103 33 PN16 BSP
11D836 2" 405 50 120 29 PN16 BSP
11D837 21/ 620 65 150 33 PN10 BSP

11D838 3" 1115 80 181 36 PN10 BSP
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Certificados do Produto



https://hidroten.com/pt/download/excel/641.xls
https://hidroten.com/pt/download/eps/641.eps
https://hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

