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Valvulas antirretorno de enlace

Salida fitting - junta FPM
ITEM 271

Peso Volume contenido.peso Unidades

REFERENCIA DESCRICAO liquido (m3) bruto por lote
1016531 V ANTIRET ENL VITON S/FITTING 20-20 0.200 0.02244 8.54 40
1016532 V ANTIRET ENL VITON S/FITTING 25-25 0.306 0.03682 12.02 40
1016533 V ANTIRET ENL VITON S/FITTING 32-32 0.490 0.03682 13.07 30
1016534 V ANTIRET ENL VITON S/FITTING 40-40 0.873 0.03682 11.58 16
1016535 V ANTIRET ENL VITON S/FITTING 50-50 1.193 0.04880 15.91 15
1016536 V ANTIRET ENL VITON S/FITTING 63-63 2.225 0.04836 22.25 10
1016537 V ANTIRET ENL VITON S/FITTING 75-75 3.503 0.04836 14.21 5]

1016538 V ANTIRET ENL VITON S/FITTING 90-90 6.117 0.03648 12.87 2
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ITEM 271 | Salida fitting - junta FPM
Cédigo Vitén A Peso B C PN MEDIDA
16531 20 200 52 170 PN16 METRICO
16532 25 305 59 197 PN16 METRICO
16533 32 480 69 239 PN16 METRICO
16534 40 805 85 274 PN16 METRICO
16535 50 1061 99 288 PN16 METRICO
16536 63 1943 116 380 PN16 METRICO
16537 75 4709 150 411 PN10 METRICO

16538 90 7530 178 460 PN10 METRICO
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Certificados do Produto



https://hidroten.com/pt/download/excel/271.xls
https://hidroten.com/pt/download/eps/271.eps
https://hidroten.com/pt/document-download/certificado-aenor-de-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-aenor-de-calidad
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-ambiental
https://hidroten.com/pt/document-download/certificado-iqnet-gestion-medioambiental
https://hidroten.com/pt/document-download/certificado-de-sistema-de-gestion-compliance
https://hidroten.com/pt/document-download/certificado-iso-45001-sist-gestion-seguridad-y-salud-en-el-trabajo

